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TRIMSTAR™

INNOVATIVE, EASY-TO-USE WALK-BEHIND FEATURING PATENTED H-BAR® STEERING

HIGHLIGHTS
g  36”, 48” or 54” side-discharge deck

g  Heavy-duty fabricated frame – unmatched durability

g  Exclusive SmoothTrak™ steering – responsive, precise control

g  Patented automatic parking brake

g  Patented H-Bar® steering system – comfortable, user-friendly

g  Wide stance for increased stability

g  Floating deck adjustable from operator’s position



CONSTRUCTION

Frame 1.5” x 2.0” x .120” steel

Front Caster Wheels Mounted with sealed ball bearings

Front Caster Forks Fabricated 3/8” steel

GENERAL

Fuel Capacity 3.4 gallons

Cup Holder No

Front Tire 11 x 4 - 4

Drive Tire 36” deck: 18 x 6.5 - 8
48” deck: 20 x 10 - 10
54” deck: 20 x 10 - 10

DIMENSIONS

Weight 36”: 581 lbs 
48”: 660 lbs
54”: 685 lbs

Height 42.55”

Length 36”, 48” deck: 74.55”
54” deck: 75.88”

Width w/ chute up 36” deck: 38.4”
48” deck: 51”
54” deck: 57.1”

Tire Width 36” deck: 35”
48”, 54” deck: 46.75”

PRODUCTIVITY*

Acres Per Hour 36”: 1.88 
48”: 2.44
54”: 2.75

OPTIONAL 
ACCESSORIES

Side-mount catcher (3.5 bushels)
Mulch kit

ENGINE

Manufacturer Kawasaki

HP 36”deck: 14.5HP - FS481
48”deck: 15HP - FS541
54”deck: 18.5HP - FS600
54”deck: 23HP - FS691 (Electric)
 * Per SAE J1995

Displacement FS481, FS541, FS600 : 603cc
FS691 Estart: 726cc

Cooling Air cooled

Air Cleaner Heavy duty air canister

Engine Warranty 3 year

DRIVE SYSTEM

Type Dual hydrostatic

Transmission Hydro-Gear ZT-2800

Hydraulic Cooling Pump mounted fans

Reservoir Capacity 2 qts. per side

Speed 6.3 mph

Parking Brakes Hand operated

DECKS

Cutting Width Side Discharge: 36”, 48”, 54”

Cutting Heights 1.5”- 4.5” 

Deck Lift Hand operated

Depth 4.5”

Blades 36”: 2      48”, 54”: 3

Blade Length 36”deck:  1 - 20.5” x 2.5” x .20”RH
                  1 - 13.75” x 2.5” x .20”LH
48”deck:  3 - 16.5” x 2.5” x .20”
54”deck:  3 - 18.5” x 2.5” x .20”

Spindles Ductile cast iron with steel shafts 
and sealed ball bearings

Deck Belts 1

Drive Electric PTO clutch

Construction 36” deck: 11 ga.+ 7 ga. welded steel
48”, 54” deck: 11 ga.+ 11 ga. 
welded steel 

Impact/Trim Areas 36” deck: .5” x 1.5” steel bar 
protector
48”, 54” deck: 1” x .375” steel bar 
protector
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* Number based on 80% efficiency. This 
rating is to account for actual mowing 
conditions including overlapping, turning 
and terrain.


