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Gap Power
5399 Linclon Highway Gap, PA 17527 
Phone (717) 442-8970

MS 251 Occasional Use

The STIHL MS 251 Chain Saw is powerful, fuel-efficient and easy to use. Ergonomically designed to bring you maximum 
comfort during use, this tool produces 50 percent less emissions (as compared to previous models) for a smaller impact on 
the environment. The MS 251 packs features like a Master Control Lever™ and easy-to-refill fuel and oil tanks, so you can 
worry less about starting and operating your equipment, and have more time getting your outdoor jobs done.

IMPORTANT INFORMATION
* The actual listed guide bar length can vary from the effective cutting length depending upon which power head it is installed.

WARNING! Improper use of any power tool may cause serious or fatal injury. Read, understand and follow carefully the operating and safety instructions in 
your instruction manual before using such products.

STIHL products sold through U.S. STIHL dealers are for distribution in the United States only.

Distributor Suggested Retail Price
All pricing on this site is Distributor Suggested Retail Price. This site strives to 
maintain accurate and current suggested retail pricing. However, dealers' 
actual prices may vary or change. Please confirm pricing with your dealer.

18 in. Bar : $359.95

Standard Features
● Improved fuel efficiency for longer run time and up to 20 

percent fuel savings as compared to the MS 250
● Improved air filtration system with pre-separation air 

filtration and round canister style air filter
● Reduced vibration and ergonomic design makes it 

comfortable to operate and reduces fatigue
● 50 percent reduced emissions to lessen the impact on 

the environment as compared to the previous model
● Master Control Lever™ to make starting, operating, and 

stopping easy
● Winter/summer shutter to adjust for seasonal operation

Specifications
DISPLACEMENT 45.6 cc (2.78 cu. in.)

ENGINE POWER 2.2 kW (2.95 bhp)

WEIGHT 4.9 kg (10.8 lbs.)

FUEL CAPACITY 370 cc (12.5 oz.)

OIL CAPACITY 190 cc (6.4 oz.)

OILOMATIC™ CHAIN .325 RMS

GUIDE BAR LENGTHS* 
(Recommended ranges)

40 to 45 cm (16" to 18")
STIHL ROLLOMATIC®

The actual listed guide bar length can vary from the effective cutting 
length depending upon which power head it is installed.


